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Postup konfiguracie:

1- zéKladng konfigurdcia
2- konfigracia interfejsov
3- konfigurécia RIPV2
4- konfigurdcia DHCP- LANIX
5- konfigurdcia DHCP- LAN2X
6- konfigurécia default staticke] cesty- redistribiicia
7- konfigurdcia staticke] cesty do Linkal, LAN1X, LAN2X
8- overenie konektivity
- show run
- show ip int brief
- show ip route
- show ip dhcp binding
- ping <IP>
- tracert <IP>
- Telnet medzi POB1_X a ADMIN_X
- ipconfig /all

Odovzdanie prace:

nézov siiboru + predmet sprévy: trieda_priezvisko_RPIv2_statika
koloman.bado @soselh.sk

14.5.2019/15.5.2019 do_16.00 hod.

cez printscreen vlozit na plochu PT nasledovné vipisy:

- show run ADMIN_X

- show ip route POB1_X a ISP_X

- ping PC1 na PC10

- tracert PC5 na PC10
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POB1_X#show ip route
Gateway of last resort is 185.85.32.2 to network 0.

0

185.85.0.0/16 is variably subnetted, 4 subnets, 2 masks
R 185.85.16.0/28 [120/1] via 185.85.32.2, 00:00:11, Serial0/0/0
€ 185.85.32.0/30 is directly connected, Serial0/0/0
C185.85.48.0/28 is directly connected, FastEtherneto/o

€ 185.85.60.0/28 is directly connected, FastEtherneto/1

R 0.0.0.0/0 [120/1] via 185.85.32.2, 00:00:11, Serial0/0/0

ADMIN_X#show ip route
Gateway of last resort is 0.0.0.0 to network 0.0.0.0

185.85.0.0/16 is variably subnetted, 4 subnets, 2 masks
€ 185.85.16.0/28 is directly connected, FastEtherneto/o
C185.85.32.0/30 is directly connected, Serial0/0/1

R 185.85.48.0/28 [120/1] via 185.85.32.1, 00:00:26, Serial0/0/1
R 185.85.60.0/28 [120/1] via 185.85.32.1, 00:00:26, Serial0/0/1
200.100.100.0/30 is subnetted, 1 subnets

€200.100.100.252 s directly connected, Serialo/0/0

5% 0.0.0.0/0 is directly connected, Seriai0/0/0

15P_X#show ip route
Gateway of last resort is not set

185.85.0.0/28 is subnetted, 5 subnets
5 185.85.3.0is directly connected, Serial0/0/1
5185.85.16.0 is directly connected, Serial0/0/1

5 185.85.32.0is directly connected, Serial0/0/1

5 185.85.48.0 is directly connected, Serial0/0/1

S 185.85.60.0 is directly connected, Serial0/0/1
192.168.1.0/27 is subnetted, 1 subnets
€192.168.1.64 is directly connected, FastEthemet0/0
200.100.100.0/30 is subnetted, 1 subnets
€200.100.100.252 s directly connected, Serial0/0/1

C\>ping 192.168.1.66

FastEthernet Connection:

Default Gateway.
Ci\>ping 192.168.1.66

Pinging 192.168.1.66 with 32 bytes of data:

Reply from 192.168.1.66: bytes=32 time=3ms TTL=125
Reply from 192.168.1.66: bytes=32 time=9ms TTL=125

Ping statistics for 192.168.1.66:
Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),
Approximate round trip times in mill-seconds:
Minimurm = 2ms, Maximum = 9ms, Average = 4ms

C\>tracert 192.168.1.66

FastEthernet Connection:

Link-local 1Pv6 Address.
1P Address.
‘Subnet Mask.
Default Gateway.

185.85.60.1

Ci\>tracert 192.168.1.66
Tracing route to 192.168.1.66 over a maximum of 30 hops:
10ms 0 ms 0 ms 185.85.60.1

20ms 1 ms0 ms185.85.32.2

32ms 1 ms2 ms200.100.100.254
41ms1ms1ms192.168.1.66

Trace complete.





